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~ weather flows, peak wet weather flows and.total annual flows, as appropriate.
When any projection shows that capacity of any part of the facilities may be
exceeded in 4 years, the Discharger shall notify the Regional Water Board by 31
January A copy of the notification shall be sent to appropriate local elected
officials, local permitting agencies and the press. Within 120 days of the

- notification, the Discharger shall'submit a technical report showing how it will A
_prevent flow volumes from exceeding capacity or how it will increase capacity to
handle the larger flows. The Regional Water Board may extend the time for
submitting the report. '

m.- The Discharger shall submit technical reports as directed by the Executive
Officer. All.technical reports required herein that involve planning, investigation,
evaluation, or design, or other work requiring interpretation and proper
application of engmeermg or geologic sciences, shall be prepared by or under
the direction of persons registered to practice in California pursuant to California
Business and Professions Code, sections 6735, 7835, and 7835.1. To ‘
demonstrate compliance with Title 16, CCR, sections 415 and 3065, all technical .
reports must contain a statement of the qualifications of the responsible
registered professional(s). As required by these laws, completed technical
reports must bear the signature(s) and seal(s) of the registered professional(s) in .
a manner such that all work can be clearly attributed to the profeSSIonal R
responsible for the work.

n. Laboratories th'at perform sample analysee must be identified in all monitoring
reports submitted to the Regional Water Board and USEPA. :

0. The Discharger shall conduct analysis on any sample provided by USEPA as
part of the Discharge Monitoring Quality Assurance (DMQA) program. The
results of any such analysis shall be submitted to USEPA's DMQA.manager.

p. Effluent samples shall be taken downstream of the last addition of. wastes to the
treatment or discharge works where a representative sample may be obtained
prior to mixing with the receiving waters. Samples shall be collected at such a
point and.in such a manner to ensure a representative sample of the discharge.

| ~ g.- All monitoring and analysis instfuments and devices used by the. Discherger o
- fulfill the prescribed monitoring program shall be properly maintained and
calibrated as necessary, at least yearly, to ensure their continued accuracy.

r. The Discharger shall file with the Regional Water Board technical reports on self-
monitoring performed according to the detailed specifications contained in the
Monitoring and Reporting Program attached to this Orderr

s. The results of all monitoring required by this Order shall be reported to the .
Regional Water Board, and shall be submitted in such a format as to allow direct
‘comparison with the limitations and requirements of this Order. Unless otherwise
specified, discharge flows shall be reported in terms of the monthly average and
the daily maximum discharge flows. :
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i. The Regional Water Board is authonzed to enforce the terms of this permit under
~ several provisions of the CWC, including, .but not limited to, sections 13385,
13386, and 13387.

"u. For POTWs, prior to making any change in the point of discharge, place of use,
or purpose of use of treated wastewater that results in a decrease of flow in any
portion of a watercourse, the Discharger must file a petition with the State Water .
Board, Division of Water nghts and receive approval for such a change (CWC
section 1211). »

v. In the event the Discharger does not comply or will be unable to comply for any
reason, with any prohibition, maximum daily effiuent limitation, 1-hour average
effluent limitation, or receiving water limitation contained in this Order, the
Dlscharger shall notify the Regional Water Board by telephone (916) 464-3291
within 24 hours of having knowledge of such noncompliance, and shall confirm
this notification in writing within 5 days, unless the Regional Water Board waives
confirmation. ' The written notification shall include the information required by

- Attachment D, Section V.E.1 [40 CFR sec’uon 122.41(1)(6)(1)]-

B Monitoring and Reporting‘ Program (MRP) Requirements

1. The Discharger shall comply with the MRP, and future revisions thereto in
Attachment E of this Order.

C. Spec;al Provisions
1. Reopener. Provieions

a. This Order may be reopened for modrﬂcatron or revocation and reissuance, as a
result of the detection of a reportable priority pollutant generated by special
‘conditions included in this Order. These special conditions may be, but are not
limited to, fish tissue sampling, whole effluent toxicity, monitoring requirem’entst
on internal waste stream(s), and monitoring for surrogate parameters. Additional
requirements may be included in this Order as a result of the special condition
monitoring data.

b. Conditions that. necessutate a maJor moduﬂcahon of a permit are descrlbed in 40
CFR sect!on 122.62; mcludmg

i. If new or amended applicable water quality standards are promulgated or
approved pursuant to Section 303 of the CWA, or amendments thereto, this
permit may be reopened and modified in accordance W|th the new or
amended standards.

i.  When new information, that was not available at the time of permit issuance,
‘would have justified different permit conditions at the time of issuance.
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c. Mercury, Total. If a TMDL program is adopted, this Order may be reopened to
: modify the interim mass effluent limitation (higher or lower) or impose an effluent
concentration limitation if necessary to implement the provisions of the TMDL'
program as adopted, and approved by the State Water Board, Office of ‘
Administrative Law, and US EPA. If the Regional Water Board determines that
a mercury offset program is feasible for dischargers subject to a NPDES permit,
.. then this Order. may be reopened to reevaluate the interim mercury mass loading .
limitation(s) and the need for a mercury offset program for the Discharger.

d. Pollution Prevention. This Order requires the Discharger to update and
' implement its salinity and mercury pollution prevention plans (Pollution
Prevention Plan Implementation for Total Dissolved Solids [salinity], Mercury and
Group A Pesticides, February 2005). Based on the success of these pollution
" -prevention plans, this Order may be reopened for addition and/or medification of
_effluent Iimitations and requirements for these constituents.

~e. Whole Effluent Toxmlty As a result of a Toxicity Reduc’uon Evaluation (TRE),
" this Order may be reopened to include a chronic toxicity limitation, a new acute
toxicity limitation, and/or a limitation for a specific toxicant ldentlfed in the TRE.
Additionally, if the State Water Board revises the SIP's toxicity control provnsmns
that would require the establishment of numeric chronic toxicity effluent
limitations, this Order may be reopened to include a numeric chromc toxicity
- effluent limitation based on the new provisions.

f. Water Effects Ratios (WER) and Metal Translators. A default WER of 1.0 has
been used in this Order for calculating CTR criteria and Basin Plan objectives for
applicable priority pollutant inorganic cohstituents. If the Discharger performs
defensible water effect ratio studies to determine site-specific WERs and/or site-
specific dissolved-to-total metal translators, this Order may be reopened to

- modify the effluent limitations for the applicable constituents. Or should an
independent scientific peer review of the Arid West Water Quality Research
Project technical report, Evaluation of the EPA Recalculation Procédure in the -

- Arid West Technical Report, produce defensible findings that update the national
ambient water quality criteria for aluminum, this Order may be reopened to
modify the effluent limitations for aluminum. -

g. Best Practicable Treatment and Control Assessment. This Order requires

the Discharger to submit a corrective action plan and implementation schedule

“for necessary modifications to any of the Facility’s storage, treatment, or disposal
components where the groundwater monitoring results exceed either the '
background monitoring results (i.e. monitoring well MW-15 or MW-16) or ,
-groundwater water quality objectives. Based on a review of the results of the
report and the analytical groundwater quality monitoring results, this Order may
be reopened for addmon of groundwater limitations for protection of beneficial
uses.
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h. Central Valley Drinking Water Policy. if water quality objectives are adopted
for organic carbon, nutrients, salinity, bromide, or pathogens to protect drinking
~water supplies in the Central Valley Region, this Order may be reopened for
addition and/or modification of effluent limitations and requirements, as
appropriate, to require compliance with the applicable water quality objectives.

i. Ammonia Studies. The ammonia effluent limitations in this Order are based on
USEPA’s recommended National Ambient Water Quality Criteria for protection of
‘freshwater aquatic life. However, studies are ongoing to evaluate the effect of
. ammonia on the inhibition of growth of freshwater diatoms in the Delta, as well
as, studies to evaluate the sensitivity of delta smelt to ammonia toxicity. Based
on the result of these or other studies, this Order may be reopened to modify the
amm(')nia effluent limitations, as appropriate

- Reglonal Monitoring Program The State and Regional Water Boards are
commltted to creation of a coordinated Regional Monitoring Program to address
receiving water monitoring in the Delta for all Water Board regulatory and
research programs. When a Regional Monitoring Program becomes functional,
this permit may be reopened to make appropriate adjustments in permit- specmc :
momtonng to coordinate with the Reglonal Momtonng Program.™ :

k. The Bay-DeIta Plan. The South Delta salinity standards aré currently under
" review by the State Water Board in accordance with implementation provisions
contained in the Bay-Delta Water Quality Control Plan. This review in process -
includes an updated independent scientific investigation of irrigation salinity
needs in the southern Delta. If applicable water quality objectives of the Bay- .
" Delta Ptan are adopted this Order may be reopened for addition and/or
‘modification of effluent limitations and requirements, as appropriate.

2. Special Studies, Technical Reports and Additional Monitdring Requirements . .

a. - Chronic. Whole Effluent Toxncnty For comphance with the Basin Plan’s .
narrative toxicity objective, this Order requires the- Discharger to conduct chronic.
whole effluent toxicity testing, as specified in the Monitoring and Reporting
Program (Attachment E, Section V). Furthermore, this Provision requires the
Discharger to investigate the causes of, and to identify corrective actions to
reduce or eliminate, effluent toxicity. If the discharge exceeds the toxicity
numeric monitoring trigger established in this Provision, the Discharger is
required to initiate a Toxicity Reduction Evaluation (TRE), in accordance with an
approved updated TRE Work Plan, and to take actions to mitigate the impact of
the discharge and prevent reoccurrence of toxicity. -This Provision also requires
the Discharger to update and submit its TRE Work Plan, conditionally approved

- by the Executive Officer in November 2003, based on the findings of the recent
TRE investigation and the effectiveness of the newly implemented toxicity
controls. In addition, this Provision includes procedures for accelerated chronic
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toxicity mbnitoring and TRE initiation.. The Dischérg'er shall conform with the -
following conditons:

Update Toxicity Reduction Evaluation (TRE) Work Plah. Within 120 days
of the effective date of this Order, the Discharger shall submit to the
Regional Water Board an updated TRE Work Plan for approval by the .

- Executive Officer. The TRE Work Plan shall outline the procedures for

identifying the source(s) of, and reducing or eliminating effluent toxicity. The
TRE Work Plan must be developed i in accordance with USEPA guidance?.

i. Accelerated Monitoring and TRE Initiation. When the numeric toxicity

monitoring trigger is exceeded during regutar chronic toxicity monitoring, and

the testing meets all test acceptability criteria, the Discharger shall mltlate

accelerated monitoring as required in the Accelerated Monitoring _
Specifications. WET testing results exceeding the monitoring trigger during

. accelerated monitoring demonstrates a pattern of toxicity and requires the -

© il

Discharger to initiate a TRE to address the effluent toxicity.

Numeric Monitoring Trigger. The numeric toxicity monitoring trigger
is > 1 TUc (where TUc = 100/NOEC). -The monitoring trigger is not an
effluent limitation; it is the toxicity threshold at which the Discharger.is
required to begin accelerated monitoring and initiate a TRE.

.. Accelerated Monitoring Specifications. If the monitoring tﬁgger is

exceeded during regular chronic toxicity testing, within 14 days of notification

by the laboratory of the test results, the Discharger shall initiate accelerated

monitoring. Accelerated monitoring shall consist of four (4) chronic toxicity
tests in a 6-week period (i.e., one test every 2 weeks) using the species that
exhibited toxicity. The foliowmg protocol shall be used for accelerated
monitoring and TRE |nmat|on

a) If the results of four (4) consecutive accelerated monitoring tests do not
exceed the monitoring trigger, the Discharger may cease accelerated
monitoring -and resume regular chronic toxicity monitoring. However,
notwithstanding the accelerated monitoring results, if there is adequate

~evidence of a pattern of effluent toxicity, the Executlve Officer may require
that the Dlscharger initiate a TRE.

b) If the source( ) of the toxicity is easily identifed (ie. temporéry plant . :
upset) the Discharger shall make necessary Correc’nons to the facility and
shall continue accelerated monitoring until four (4) consecutive

accelerated tests do not exceed the monitoring trigger. Upon confirmation

that the effluent toxicity has been removed, the Discharger may cease
accelerated monitoring and resume regular chronic toxicity monitoring.’

2

See Attachment F (Fact Sheet) Section VII. B 2.a. for a list of USEPA gwdance documents that must be

considered in development of the TRE Workplan
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c) If the result of any accelerated toxicity- test exceeds the monitoring trigger,

- the Discharger shall cease accelerated monitoring and initiate a TRE to
investigate the cause(s) of, and identify corrective actions to reduce or .
eliminate effluent toxicity. Within thirty (30) days of notification by the
laboratory of the test results exceeding the monitoring trigger during
accelerated monitoring, the Discharger shall submit a TRE Action Plan to
the Regional Water Board including, at minimum: :

1) Specific actions the Discharger will take to investigate and identify the
cause( ) of toxu:ity, including TRE WET monitoring schedule;

2) Specnﬂc actions the Discharger will take to mitigate the lmpact of the
discharge and prevent the recurrence of toxncuty, and

3) A schedule for these actions.

b. Effiuent and Receiving Water Characterization Study An effluent and
receiving water monitoring study is requ1red to ensure adequate information is
available for the next permit renewal. During the third year of this permit term,
the Discharger shall conduct monthly monitoring of the effluent at EFF-001 -and
of the receiving water at RSW-001 for all priority pollutants and other
constituents of concern as described in Attachment H. Dioxin and Furan

. sampling shall be performed only twice during the year, as described in
Attachment H. The report shall be completed in oonformance with the followmg ,

~schedule.
Task - Compliance Date
Submit Work Plan and Time No later than 2 years 6 months from adoption of this Order
Schedule ) '
Conduct monthly momtonng ' During third year of permit term
Submit Final Report ~ {6 months. foIIowmg completion of final’ monitorlng event

c. Time Schedule for Compliance with.GroundWater Limitations and Best
-Practicable Treatment and Control. State Water Board Resolution 68-16
(Antidegradaion Policy) requires best practicable treatment or control of the
discharge necessary to assure that, “(a) a pollution or nuisance will not occur
and (b) the highest water quality consistent with maximum benefit to the people -
of the State will be maintained.” In general, an exceedance of a water quality
objective in the Basin Plan constitutes “poliution”. . The Discharger currently
stores digested sludge in an unlined lagoon and secondary treated effiuent is
contained in unlined ponds. These activities may have the potential to cause
degradation of the underlying groundwater and groundwater monitoring results
obtained within the Facility have at times exceeded the applicable water quality
objectives for TDS and nitrate. However, more data is needed to make this
determination because the Discharger's current monitoring network does.not -
adequately characterize the variable background groundwater quality conditions
in the vicinity of the Facility, and it cannot be determined if the affected
groundwater exceeds background water quality, which is necessary for -
- evaluating compliance with the Groundwater Limitations in this Order.
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Therefore, to determine compliance with Groundwater Limitations V.B.1.b and ¢
of this Order, the Discharger must submit a work plan and time schedule that
-describes the installation of any additional monitoring wells and any other testing
“needed to effectively and fully characterize background quality conditions. If the
background water quality investigation indicates that the discharge has caused a
violation of the Groundwater Limitations, the Discharger must also submit a -

BPTC Evaluation Work Plan that sets forth a comprehensive technical ..
evaluation and time schedule to lmplement or mod;fy Facility as necessary to
comply with the Anndegradatlon Policy. .

The Discharger shall comply_with.the following schedule:

Task S . ' Compliance Date ,
~1- Submit Work plan and Time Schedule  within 3 months following the eﬁectlve date
for preparation of background groundwater of thlS Order.
~ -quality characterization. , :
2 - Submit Background Groundwater Quahty No longer than 2,5 years after
Characterlzatlon Technical Report ) , . commencement of the study.

3 - Submit Work plan and Time Sohedule for 60 days fo||oWing approval of the
BPTC Technical Evaluation. Background Groundwater Quality
' Characterization Technical Report.

4 — Submit BPTC Technical Evaluation Study. A established by Task‘3l and following
: approval of the work plan and time schedule

5 - implement necessary modifications to As established by Task 4 and following
ach|eve BPTC. . approval of technical evaluation and time
schedule ’

3. Best Management Practices and Pollution Prevention'

‘a. Pollution Prevention Plan for Mercury. The Discharger shall update and

' implement the pollution prevention plan for mercury (“Mercury and Group A
Pesticides”, February 2005) in accordance with- CWC section 13263.3(d)(3). The
minimum requirements for the pollution prevention plan are outlmed in the Fact
Sheet, Attachment F, Section VI.B.3.b. The updated plan shall be completed
and submltted wnthln 6 months of the effectlve date of this Order for approval..

‘b. Salinity Reductlon Goal. The Discharger shall provide annual reports
demonstrating reasonable progress in the reduction of salinity in its discharge o’
the San Joaquin River. The Regional Water Board finds that an annual average .
salinity. goal of the maximum weighted average electrical conductivity of the City
of Stockton’s water supply (e.g. 273 umhos/cm in March 2005), plus an
increment of 500 ymhos/cm for typical consumptive use, is a reasonable

~ intermediate goal that can be achieved through the proper implementation of a

pollution prevention plan. The Discharger shall submit annual progress reports in
accordance with the Mom’{onng and Reportlng Program (Attachment E Section
X.D.1.)..
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c. Sahmty Plan. The Discharger shall develop and implement a Salinity Plan to
reduce its sallnlty impacts to the Delta in accordance with conditions i-iv below.

i. The Discharger shall implement all reasonable steps to obtain alterna‘uve
lower salinity water supply sources; and

~...il.. The Discharger shall develop and implement.a salinity source control
~ program that will identify and implement measures to reduce salinity in
discharges from residential, commercial, industrial, and infiltration sources in
an effort to meét the salinity reduction goal specified in previous Provision
VI.C.3.b of this Order. As a part of its source control program, the Discharger
. shall update and implement its pollution prevention plan for salinity (“Pollution

Prevention Plan Implementation for Total Dissolved Solids” [salinity],
February 2005) in accordance with CWC section 13263.3(d)(3) (See section
VI.B.3:b of the Fact Sheet for minimum requirements), and . -

ii. The Discharger shall participate financially in the development of the Central
Valley Salinity Management Plan at a level commensurate with its
contributions of salinity to the Delta; and

iv. The Discharger shall comply with the following schedule:

Task , ‘ T - Compiliance Date

1- Submit to the Regional Water Board for
approval by the Executive Officer a draft Salinity
Work Plan to reduce salinity impacits to the
Delta. :

2 - Submit Final Sahmty Work Plan.

Within 6 hmnths following the
effective date_ of this Order.

No longer than 60 days following
approval of Task 1.

4. Construction, Operation and MaintehanceSpecifications .
- a. Treatment Pond Operat:ng Requrrements

i. Public contact with wastewater shall be precluded through such means as
fences, signs, and other acceptable alternatives.

ii. Ponds shall be managed to prevent breedmg of mosqu’itoes. In particular, .

a) An erosion control program should assure that small coves and
irregularities are not created around the penmeter of the water surface.
b) -Weeds shall. be minimized.
c) Dead algae, vegetatlon and debrrs shall not accumulate on the water
surface.

iii. Freeboard shall never be less than 2 -feet (meaeured vertically to the lowest

point of overflow) as a monthly average and never less than 1 feet at any
time.
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iv. Objectionable odors originating at this facility shall not be perceivable beyond

the limits of the wastewater treatment and disposal areas (or property owned
by the Discharger):.

As a means of discerning ‘compliance with the previous Pond Operating
Requirements a.iv., the dissolved oxygen contentin the upper zone (1 foot) of

. .wastewater in_t_he ponds shall not be less than 1.0 mg/L. =~ .

vi, Ponds shall not have a pH less than 6.5 or greater.than 9.0.

5. Special F"rovtsions for Municipal Facilities (POTWs Only)

a. Pretreatment Requirements

I

The Discharger shall implement its'approved pretreatme-nt'program and the
program shall be an enforceable condition of this Order. If the Discharger

 fails to perform the pretreatment functions, the Regional Water Board, the

- State Water Board or the USEPA may take enforcement actions. agalnst the

Duscharger as authorized by the CWA

ii.~ The D:scharger shall enforce the Pretreatment Standards promulgated under

sections 307(b), 307(c), and 307(d) of the Clean Water Act. The Discharger -
shall perform the. pretreatment functions requnred by 40 CFR Part 403

'mcludlng but not limited to:

a) Adopting the legal authonty required by 40 CFR 403. 8( )(1);.

b) Enforcrng the Pretreatment Standards of 40 CFR 403.5 and 403.6; -

. C) Implementlng procedures fo ensure compllance as required by 40 CFR

403.8(1)(2); and

d) Prowdrng funding and personnel for rmplementatlon and enforcement of

‘the pretreatment program as required by 40 CFR 403.8(f)(3).

The' Dlscharger shall lmplement, as more completely set forth in 40 CFR
403.5, the necessary legal authorities, programs, and controls to ensure that
the following incompatible wastes are not mtroduced to the treatment system
where incompatible wastes are:

| a) Wastes which create a fire or explosion hazard in the treatment works;

b) Wastes which will cause corrosive structural daniage to treatment works,

but in no case wastes with a pH lower than 5.0, unless the works is
specially designed to accommodate such wastes;
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c) Solid or viscous wastes in amounts which cause obstruction to flow in
- sewers, or which cause other interference with proper operation or
treatment works;

d) Any waste, including oxygen demanding pollutants (BOD, etc.), released
in such volume or strength as to cause inhibition or disruption'in the
treatment works, and subsequent treatment process upset and loss of
treatment efficiency;

e) Heatin amounts that inhibit or disrupt biological activity in. the treatment
works, or that raise influent temperatures above 40°C (104°F), unless the
Regional Water Board approves alternate temperature limits;

f) Petroleum oil, non—biodegradable cutting oil, or products of mineral oil
origin in amounts that will cause interference or pass through;

g) Pollutants which result in the presence of toxic gases, vapors, or fumes

- within the treatment works-in a quantlty that may cause acute worker
health and safety problems; and

h) Anyvtrucked or hauled pollutants, except at points predesignated by the.
Discharger. -

. The Discharger shall implement, as more completely set forth in 40 CFR
~403.5, the legal authorities, programs, and controls necessary to ensure that
~ indirect discharges do not introduce pollutants into the sewerage system that, -

either alone or.in conjunctlon with a discharge or discharges from other

: ,sources

a) Flow through the system to the receiving water in quantltles or.
concentratrons that cause a violation of this Order; or

b) Inhibit or dlsrupt treatment processes, treatment system operations, or-
sludge processes, use, or disposal and either cause a-violation of this -
Order or prevent sludge use or d|sposa| in accordance with this Order.

b. Sludge/Biosolids Discharge Specifications

Collected screenings, residual sludge, biosolids, and other solids removed
from liquid wastes shall be disposed of in a manner approved by the
Executive Officer, and consistent with Consolidated Regulations for
Treatment, Storage, Processing, or Disposal of Solid Waste, as set forth in
Title 27, CCR, Division 2, Subdivision 1, seéction 20005, et seq. Removal for
further treatment, disposal, or reuse at sites.(i.e., landfill, composting sites,
soil amendment sites) that are operated in accordance with valid waste -

‘discharge requlrements issued by a Regional Water Board will satisfy these

specrftcatlons
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iii.

Sludge and solid waste shall be removed from screens, sumps, ponds,
clarifiers, etc: as needéd to ensure optimal plant performance.

The treatment of sludge generated at the Facility shall be confined to the
Facility property and conducted in a manner that precludes infiltration of
waste constituents into soils in a mass or concentration that will violate

‘Groundwater Limitations V.B. In addition, the storage of residual sludge, solid

waste, and biosolids on Facility property shall be temporary and controlled,
and contained in a manner that minimizes leachate formation and precludes
infiltration of waste constituents into soils in a mass or concentra‘uon that will
vrolate Groundwater Limitations V.B.

. The use and disposal of biosolids shall comply with existing Federal and

State laws and regulations, including permitting requirements and technical
standards included in 40 CFR Part 503. If the State Water Board and the
Regional Water Board are given the authority to implement regulations’
contained in 40 CFR Part 503, this Order may be reopened to incorporate
appropriate time schedules and technical standards. The Discharger must
comply with the standards and time schedules contained in 40 CFR Part 503

. whether or not they have been.incorporated into this Order.

~c. Biosolids Disposal Requirements

The Discharger shall comply with the Monitoring and Reportmg Program for
biosolids. disposal contamed in Section IX.A of Attachment E. :

~Any proposed change in bioso!ids use or disposal practice from a previously

approved practice shall be reported to the Executive Officer and USEPA -
Regional Administrator at least 90 days in advance of the change

The Discharger is encouraged to comply wrth the ° Manual of Good Practice -
for Agricultural Land Application of Biosolids” developed by the California -

-Water Envrronment Association.

d. Blosohds Storage Requrrements o

i

Facilities for the storage of Class B biosolids shall be located, desrgned and
maintained to restrict public access to biosolids. - ‘

Biosolids stOrage' facilities shall be designed and maintained to prevent
washout or inundation from a storm or flood with a return frequency of 100
years. :

Biosolids storage facilities, which contain biosolids, shall be designed and
maintained to contain all storm water falling on the biosolids storage area
during a rainfall year with a return frequency of 100 years.

. Biosolids storage facilities shall be designed, maintained and operated to

mlmmrze the generation of leachate.
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e

Collection System. On 2 May 2006, the State Water Board adopted State Water
Board Order 2006-0003, a Statewide General WDR for Sanitary Sewer Systems.
The Discharger shall be subject to the requirements of Order 2006-0003 and
any future revisions thereto. Order 2006-0003 requires that all public agencies
that currently own or operate sanitary sewer systems apply for coverage under
the General WDR. The Discharger has applied for and has been approved for
coverage under State Water Board Order 2006-0003 for operatron of its
wastewater collection system.

Regardless of the coverage obtained under Order 2006-0003, the Discharger's
collection system is part of the treatment system that is subject to this Order.. As
such, pursuant to federal regulations, the Discharger must properly operate and
maintain its collection system [40 CFR section 122.41(e)], report any non-
compliance [40 CFR section 122.41(1)(6) and (7)], and mitigate any discharge

. from the collection system in violation of this Order [40 CFR section 122.41(d)].

’Turbidity Operational Requirements. The Discharger shall operate the

treatment system to ensure that the turbidity measured at EFF-001, as descrlbed
in the MRP (Attachment E), shall not exceed:

i. 2NTU as a daily average, and

ii‘ 5 NTU more than 5 percent of the time-within a 24-hour perlod and
. 10 NTU, at any time.

6. Other Special Provisions

a.

b.

Wastewater shall be oxidized, c:oagulated filtered, and adequately drsrnfected
pursuant to the California Department of Public Health (DPH) reclamation
criteria, CCR, Title 22, Division 4, Chapter 3, (Title 22), or equivalent.

The treatment and etorage facilities shall be designed, constructed, operated

- and maintained to prevent inundation or washout due o ﬂoods WIth a 100-year

return frequency

In the event of any change in control or ownership of land or'waste discharge
facilities presently owned or controlled by the Discharger, the Discharger shall -
notify the succeeding owner or operator of the existence of this Order by letter, a
copy of which shall be immediately forwarded to the Regional Water Board.

To assume operation under this Order, the succeeding owner or operator must
apply in writing to the Executive Officer requesting transfer of the Order. The
request must contain the requesting entity's full legal name, the State of
incorporation if a corporation, address and telephone number of the persons

responsible for contact with the Regional Water Board and a statement. The

statement shall comply with the signatory and certification requirements in the
Federal Standard Provisions (Attachment D, Section V.B.) and state that the new
owner or operator assumes fuli.responsibility for compliance with this Order. -
Failure to submit the request shall be considered a discharge without
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VIL.

7.

requirements, a vrolatlon of the California Water Code. - Transfer shall be
‘approved or disapproved in writing by the Executlve Officer.

Compliance Schedules - Not Applicable .-

COMPLIANCE DETERMINATION

A.

Compliance wrth the effluent fimitations contalned in seotlon IV of this. Order wrll be ’
determined as specified below: :

CBODs and TSS Effluent Limitations (Section IV.A.1.b and IV.A.1.c). Compliance
with the final effluent limitations for CBOD-and TSS required in sections [V.A.1.b.

" and IV.A.1.c shall be ascertained by 24-hour composite samples. Compliance with
. effluent limitations IV.A.1.c for percent removal shall be calcutated using the

~ arithmetic mean of 20°C CBOD (5-day) and total suspended solids in effluent

samples collected over a monthly period as a percentage of the arithmetic mean of
the'values for influent samples Collected at. apprOX|mately the same times during the
same period. .

Aluminum Effluent Limitations (Section IV.A:1.a). Compliance with the final
effluent limitations for. aluminum can be demonstrated using either total or acid-
soluble (inductively coupled plasma/atomic-emission spectrometry or inductively
coupled plasma/mass spectrometry) analysis methods, as supported by U§EPA’s

~ Ambient Water Quality Criteria for Aluminum document (EPA 440/5-86-008), o

-other standard methods that exclude aluminum silicate particles as approved by the

. Executive Officer.

. Total Mercury Mass Loading Effluent Limitations (Sectioh lV.B.Z.d). The

procedures for calculating mass loadings are as follows:

1. The total pollutant mass load for each individual calendar month shall be
determined using an average of all concentration data collected that month and
the corresponding total monthly flow. All monitoring data collected under the
monitoring and reporting program, pretreatment program and any specral studies
shall be used for these calculations.

2. In caiculating compliance, the Discharger shall count all non-detect measures at
one-half of the detection level. If compliance with the effluent limitation is not
attained due to the non-detect contribution, the Discharger shall improve and
implement available analytical capabilities and compliance shall be evaluated
with consideration of the detection limits. -

. Total Coliform Organisms Effluent Limitations (Section IV.A.1.j). For each day

that an effluent sample is collected and analyzed for total coliform organisms, the 7-

~ day median shall be determined by calculating the median concentration of total

coliform bacteria in the effluent utilizing the bacteriological results of the last 7 days

~ Limitations and Discharge Requirements - . : C 32



CITY OF STOCKTON - - S ) . ORDER NO. R5-2008-0154
REGIONAL WASTEWATER CONT.. . FACILITY } NPDES NO. CA0079138

E Total Residual Chiorine Efﬂuent Limitations (Sectron lV A.1.g). Continuous
: monltormg analyzers for chlorine residual or for dechlorination agent residual in the
effluent are appropriate methods for compliance determination. A positive residual
dechlorination agent in the effluent indicates that chlorine is-not present in the
. discharge, which demonstrates compliance with the effluent limitations. This type of -
monitoring can also be used to prove that some chlorine residual exceedances are
false positives. Continuous monitoring data showing either a positive dechlorination
agent residual or a chlorine residual at or below the prescribed limit are sufficient to
~show Compllance with the total residual chlorine effluent limitations, as long as the
instruments are maintained and cahbrated in accordance with the manufacturer's
recommendatrons

Any excursion above the 1-hour average or 4-day average total residual chlorine
effluent limitations is a violation. If the Discharger conducts continuous monitoring

" and the Discharger can demonstrate, through data collected from a back-up
monitoring system, that a chlorine spike recorded by the continuous monitor was not
actually due to chlorine, then any excursion resulting from the recorded spike will not
be considered an eéxceedance, but rather reported as a false positive. '

F. Mass Effluent Limitations. The mass effluent limitations contained in Final Effluent
- Limitations [V.A.1.h are based on the permrtted average dry weather flow and
calculated as foliows: :

Mass (Ibs/day) = Flow (mgd) X Con-centration (mg/L) x 8.34 (conversion factor)

If the effluent flow exceeds the permltted average dry weather flow during we-
weather seasons, the effluent mass Irmltatrons contamed in Final Effluent Limitations
IV.Ala shall not apply. - :

G. Average Dry Weather Flow Efﬂuent erltatlons The Average Dry Weather Flow
' represents the average dry weather flow discharged by the Facility (i.e. daily
average flow when groundwater is at or near normal and runoff is not occurring). .
Compliance with the Average Dry Weather Flow effluent limitations will be
determined annually based on the average daily flow over three consecutive dry
weather months (e g. July, August and September).

H. Chronic Whole Effluent Toxicity Effiuent Limitation. Compllance with the
- accelerated monitoring and TRE/TIE provisions of Provision VI.C.2. a shall constitute
compliance with effluent limitation_IV.A.1.k for chronic whole effluent toxicity.
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ATTACHMENT A — DEFINITIONS

Arithmetic Mean (M), also called the average, is the sum of measured values divided by the
number of samples. For ambient water concentratrons the arithmetic mean is calculated as
follows:

~ Arithmetic mean = H=2Zx/n where =X is the sum of the measured ambient water
: concentrations, and n is the number of
samples.

Average Monthly Effluent Limitation (AMEL): the highest allowable average of daily
discharges over a calendar month, calculated as the sum of all daily discharges measured
during a calendar month divided by the number of daily dlscharges measured during that

- month. '

Average Weekly Effluent Limitation (AWEL): the highest aliowable average of daily
discharges over a calendar week (Sunday through Saturday), calculated as the sum of all daily
" -discharges measured during a calendar week divided by the number of daily dlscharges
measured during that week. :

Best Practicable Treatment or Control (BPTC): BPTC is a requirement of State Water
Resources Control Board Resolution 68-16 — “Statemenit of Policy with Respéct to Maintaining
High Quality of Waters in California” (referred to as the “Antidegradation Policy”). BPTC is the
treatment or control of a drscharge necessary to assure that, “(a) a pollution or nuisance will
not occur and (b) the highest water quality consistent with maximum benefit to the people of
the State will be maintained.” Pollution is défined in CWC Section 13050(1). In general, an
exceedance of a water quallty obJectlve in the Basin.Plan constitutes * pollutron : '

" Bioaccumulative pollutants are those substances taken up by an organlsm from its
~surrounding medium through gill membranes, _epithelial tissue, or from food and subsequently
concentrated and retained in the body of the organism. : :

Carcinogenic po,llutants are substances that are known to cause cancer in living organisms.

Coefficient of Variation (CV) is a measure of the data variability and is calculated as the
estimated standard deviation divided by the arithmetic mean of the observed values.

Daily Discharge: Daily Discharge is defined as either: (1) the total mass of the constituent
discharged over the calendar day (12:00 am through 11:59 pm) or any 24-hour period that
reasonably represents a calendar day for purposes of sampling (as specified in the permit), for
a constituent with limitations expressed in units of mass or; (2) the unweighted arithmetic mean
measurement of the constituent over the day for a constituent wrth limitations expressed in

~ other units of measurement (e.g., concentration). '

The daily discharge may be determined by the analytical results of a composite sample taken
over the course of one day (a calendar day or other 24-hour period defined as a day) or by the
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. arithmetic mean of ana[ytlcal results from one or more grab samples taken over the course of
the day.

For cdmposite sampling, if 1 day is'defined as a 24~ hour period other than a calendar day,"rhe
- analytical result for the 24-hour period will be considered as the result for the calendar day in
which the 24-hour period begins. :

Detected, but Not Quantlfled (DNQ) are those sample results less than the RL, but greater
than or equal to the laboratory’s MDL 4

Dilution Credit is the amount of dllutron granted to a discharge in the calculation of a water
quality-based effluent limitation, based on the allowance of a specified mixing zone. ltis
calculated from the dilution ratio or determined through conducting a mixing zone study or
modeling of the discharge and receiving water. -

Effluent Concentration Allowance (ECA) is a value derived from the water quality

criterion/objective, dilution credit, and ambient background concentration that is used, in

"conjunction with the coefficient of variation for the effluent monitoring data, to calculate a long- :
term average (LTA) discharge concentration.. The ECA has the same meaning as waste load

* allocation (WLA) as used in USEPA guidance (Technical Support Document For Water

Quality-based Toxics Control, March 1991, second printing, EPA/505/2-90-001).

Enclosed Bays means indentations along the coast that enclose an area of oceanic water
within distinct headlands or harbor works. Enclosed bays include all bays where the narrowest
distance between the headlands or outermost harbor works is less than 75 percent of the
greatest dimension of the enclosed portion of the bay. Enclosed bays include, but are not
limited to, Humboldt Bay, Bodega Harbor, Tomales Bay, Drake's Estero, San Francisco Bay,
Morro Bay, Los Angeles-Long Beach Harbor, Upper and Lower Newport Bay, Mission Bay,
and San Diego Bay. Enclosed bays do not include inland surface waters or'ocean waters.

. Estimated Chemical Cbneentration is the estimated che_mical concentration that results from -
the confirmed detection of the substance by the analytical method below the ML value. -

Estuaries means waters, including coastal lagoons, located at the mouths of streams that
serve as areas of mixing for fresh and ocean waters. Coastal lagoons and mouths of streams
- that are temporarily separated from the ocean by sandbars shall be considered estuaries. -
Estuarine waters shall be considered to extend from a bay or the open ocean to a point -
upstream where there is no significant mixing of fresh water and seawater. Estuarine waters
included, but are not limited to, the Sacramento-San Joaquin Delta, as defined in Water Code
_ section 12220, Suisun Bay, Carquinez Strait downstream to the Carquinez Bridge, and
appropriate areas of the Smith, Mad, Eel, Noyo, Russian, Klamath, San Diego, and Otay
rivers. Estuaries do not include inland surface waters or ocean waters

Inland Surface Waters are all surface waters of the State that do not lnclude the ocean,
enclosed bays, or estuaries.
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Instantaneous Maximum Effluent Limitation: the highest a!lowablevalue for ahy single grab
sample or aliquot (i.e., each grab sample or aliquot is independently compared to the
instantaneous maximum limitation).

Instantaneous Minimum Effluent Limitation: the lowest allowable value for any single grab
sample or aliquot (i.e., each grab sample or aliquot is independently compared to the
instantaneous minimum limitation).

* Maximum Daily Effluent Limitation (MDEL) means the highest allowable daily discharge of a
poliutant, over a calendar day (or 24-hour period). For pollutants with limitations expressed in
units of mass, the daily discharge is calculated as the total mass of the poliutant discharged
_ over the day. For pollutants with limitations expressed in other units of measurement, the daily
discharge is calculated as the arithmetic mean measurement of the poliutant over the day.

Median is the middle measurement in a set of data. The medran of a set of data is found by
" first arranging the measurements in order of magnitude (either increasing or decreasing order). -
If the number of measurements (n) is odd, then the median = Xme1y2- If nis even, then the
median = (Xn2 + Xn2)+1)/2 (i.e., the midpoint between the n/2 and n/2+1). :

Method Detection Limit (MDL) is the minimum concentration of a substance that can be
measured and reported with 99 percent confidence that the analyte concentration is greater
than zero,.as defined in title 40 of the Code of Federal Regulations, Part 136, Attachment B,
revised as of 3 July 1999..

Minimum Level (ML) is the concentration at which the entire analytical system must give a
recognizable signal-and acceptable calibration point. The ML is the concentration in a sample
that is equivalent to the concentration of the lowest calibration standard analyzed by a specific
analytical procedure, assuming that all the method specified sample welghts volumes and

. processing steps have been followed.

Mixing Zone is a limjted volume of receiving water that is aliooated for mixing wrth a
- wastewater discharge where water quality criteria can be exceeded W|thout causing adverse
- effects to the overall water body. :

\

Not Detected (ND) are those sample_ reéults less than the laboratory’'s MDL.

'Ocean Waters are the territorial marine waters of the State as defined by California law to the
extent these waters are outside of enclosed bays, estuaries, and coastal lagoons. . Discharges
to ocean waters are regulated in accordance with the State Water Board S Cahfornla Ocean
‘Plan. :

Persistent pollutants are substances for which degradatlon or decomposmon in the
environment is nonexistent or very slow.

Pollu_tant Minimization Program (PMP) means waste minimization and pollution prevention
actions that include, but are not {imited to, product substitution, waste stream recycling, -
alternative: waste management methods, and education of the public and businesses. The
goal of the PMP shall be to reduce all potential sources of a priority poliutant(s) through
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. poliutant minimization (control) strategies, including pollution prevention measures as -
appropriate, to maintain the effluent concentration at or below the water quality-based effluent
limitation. Pollution prevention measures may be particularly appropriate for persistent
bioaccumuiative priority pollutants where there is evidence that beneficial uses are being
impacted. The Regional Water Board may consider cost effectiveness when establishing the’
requirements of a PMP. The completion and implementation of a Pollution Prevention Plan, if
required pursuant to Water Code section 13263.3(d), shall be considered to fulfill the PMP- -
requirements. : .

Pollution Prevention means any action that causes a net reduction in.the use or generation
of a hazardous substance or other poliutant that is’ discharged into water and includes, but is
not limited to, input change, operational improvement, production process change, and product
reformulation (as defined in Water Code section 13263.3). Pollution prevention does not
include actions that merely shift a poliutant in wastewater from one environmental medium to
another environmental medium, unless clear environmental benefits of such an approach are
identified o the satisfaction of the State or Regional Water Board.

- Reporting Le_vel (RL) is the ML (and its associated analytical method) chosen by the
Discharger for reporting and compliance determination from the MLs included in this Order.
The MLs included in this Order correspond to approved analytical methods for reporting a
sample result that are selected by the Regional Water Board either from Appendix 4 of the SIP
in accordance with section 2.4.2 of the SIP or established in accordance with section 2.4.3 of
 the SIP.. The ML is based on the proper application of method-based analytical procedures for
sample preparation and the absence of any matrix interferences. Other factors may be applied
' to the ML depending on the specific sample preparation steps employed. . For example, the

. treatment typically applied in cases where there are matrix-effects is to dilute the sampie or
sample aliquot by a factor of ten. In such cases, this additional factor must be applied o the
ML in the computation of the RL. e

Satellite Collection System is the portion, if ahy, of a sanitary sewer system owned or
operated by a different public agency than the agency that owns and operates the wastewater
treatment facnhty that a samtary sewer system is tnbutary to. - ’

Source of Drinking Water is any water desngnated as mumcnpal or domestlc supply (MUN)
a Reglonal Water Board Basin Plan

Standard Deviation (o) is a measure of variabi!ify that is calculated as follows:

o = (Xlx-wn -1

where:

X, is the observed value

g is the arithmetic mean of the observed vaiues; and
n is the number of samples. ' :

Toxicity Reduction Evaluation (TRE) is a study conducted in a step-wise process designed
to identify the causative agents of effluent or ambient toxicity, isolate the sources of toxicity, .
evaluate the effectiveness of toxicity control options, and then confirm the reduction in toxicity.
The first steps of the TRE consist of the collection of data relevant to the toxicity, mcludmg
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additional toxicity testing, and an evaluation of facility operations and maintenance practices,
", and best management practices. A Toxicity |dentification Evaluation (TIE) may be required as
part of the TRE, if appropriate. (A TIE is a set of procedures to identify the specific chemical(s)
responsible for toxicity. These procedures are performed in three phases (characterization,
_identification, and confirmation) using aquatic organism toxicity tests.) ’
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ATTACHMENT D — STANDARD PROVISIQNS

L. STANDARD PROVISIONS — PERMIT COMPLIANCE
A Duty to Comp!y

1. The Dlscharger must comply with all of the conditions of this Order. Any
noncompliance constitutes a violation of the Clean Water Act (CWA) and the
California Water Code and is grounds for enforcement action, for permit termination, '
revocation and reissuance, or modification; or denial of a permit renewal application.
(40 CFR §122. 41( ):)

2. The Dlscharger shall comply Wlth effluent standards or prohlbltlons established
" under Section 307(a) of the CWA for toxic pollutants and with standards for sewage-

) sludge use or disposal established under Section 405(d) of the. CWA within the time -
provided in the regulations that establish these standards or prohlbrtlons even if this .
Order has not yet been modified to lncorporate the requrrement (40 CFR
§122. 41(a)(1)) »

B. Need to Halt or Reduce Activity Not a Defense

It shall not be a defense for a Dlscharger in an enforcement action that it would have
been necessary.to halt or reduce the permitted activity in order to maintain compliance
with the conditions of this: ‘Order. (40 CFR §122.41(c).)

C: Duty to Mitigate

The Drscharger shall take all reasonable steps to minimize or prevent any dlscharge or -
sludge use or disposal in violation of this Order that has a reasonable likelihood of
‘ adversely affectlng human health or the environment. (40 CFR §122.41(d).)

D Proper Operatlon and Malntenance

The Dlscharger shall at all times properly operate and maintain all facmtres and systems
of treatment and control (and related appurtenances) which are installed or used by the
Discharger to achieve compliance with the conditions of this Order. Proper operation
and maintenance also includes adequate laboratory controls and appropriate quality
assurance procedures. This provision requires the operation of backup or auxiliary
facilities or similar systems that are installed by a Discharger only when necessary to
achieve compliance-with the conditions of this Order. (40 CFR §122.41(e).)

. E. Property Rights

1. This Order does not convey any property rights of any sort or any exclusive
privileges.. (40 CFR §122.41(g).) '
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2. The issuance of this O'rder does not authorize any injury to persons or property or
invasion of other private rights, or any infringement of state or local law or
regulations. (40 CFR §122.5(c).)

F. Inspection and Entry

The Discharger shall allow the Regional Water Board, State Water Board, United States . .
Environmental Protection Agency (USEPA), and/or their authorized representatives
(including an authorized contractor acting as their representative), upon the
presentation of credentials and other documents, as may be required by law, to (40
CFR §122.41(i); Wat. Code, §13383):

1. Enter upon the Discharger's prerhises where a regulated facility or'activi’ty is locatéd :
or conducted, or where records are kept under the conditions of this Order (40 CFR

§122 413)(1));

2.; Have access to and copy, at reasonab!e ttmes any records that must be kept under '
the conditions of this Order (40 CFR §122. 41 (2));

3. Inspect and photograph, at reasonable times, any facilities, Vequipment (ivncludin‘g
monitoring and control equipment), practices, or operations regulated or required
- under this Order (40 CFR §122.41(i)(3)); and

| 4. Sample or monitor, at reasonable times, for the purposes of assuring Order ) |
compliance or as otherwise authorized by the CWA or the Water Code, any
substances or parameters at any location. (40 CFR §122.41(i)(4).)

G Bypass
1. Definitions

a. “Bypass” means the i,hténtion'al' diversion of waste streams from any portion of a
- treatment facility. (40 CFR §122.41(m)(1)(i).) '

b. “Severe property damage” means substantial physical damage to property,

- damage to.the treatment facilities, which causes them to become inoperable, or
substantial and permanent loss of natural resources that can reasonably be
expected to occur in the absence of a bypass. Severe property damage does
not' mean economic loss caused by delays in production. (40 CFR.

§122.41(m)(1)(ii).)

2. Bypass not exceeding Ilmltatlons The Drscharger may allow any bypass to occur
which does not cause exceedances of effluent limitations, but only if it is for essential
maintenance to assure efficient operation. These bypasses are not subject to the

. provisions listed in Standard Provisions — Permit Compllance [.G.3,1.G4, and |.G. 5
below. (40 CFR §122.41(m)(2).)
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3. Prohlbmon of bypass Bypass is prohlblted and the Reglonal Water Board may take |
enforcement action against a Discharger for bypass, unless (40 CFR
. §122.41(m)(4)(0)): : :

a. Bypass was unavoidabie to prevent loss of life, personal injury, or severe
property damage (40 CFR §122. 41(m)( )( YA));

b. There were no feasible alternatives to the bypass, such as the use of auxmary
treatment facilities, retention of untreated wastes, or maintenance during normal
periods of equipment downtime. This condition is not satisfied if adequate
back-up equipment should have been installed in the exercise of reasonable
engineering judgment to prevent a bypass that occurred during normal periods of
equipment downtimeé or preven’uve maintenance (40 CFR §122 41(m)(4)(1)(B));
and : .

c. The Discharger submitted notice to the Regional Water Board as required under -
Standard Provisions — Permit Compliance 1.G.5 below. (40 CFR -

§122.41(m)(4)(i )(C).)

- 4. The Regional Water Board may approve an anticipated bypass, after considering its
adverse effects, if the Regional Water Board determines that it will meet the three =
conditions listed in Standard Provisions — Permlt Compliance 1.G.3 above. (40 CFR

' §122 41(m)(4)(n) ) '

5. Notice

a. Antxcrpated bypass. If the Disbcharger knows in advance of the need for a -
bypass, it shall submit a notice, if possible at least 10 days before the date of the
bypass. (40 CFR §122 41(m)(3)( ).)

" b. Unantrcxpated bypass. The Dlscharger shall submtt notice of an unantncrpated
bypass as required in Standard Provisions - Reporting V.E below (24 -hour
notice). (40 CFR §122. 41(m)(3)(n) ) '

"H. U pset

Upset means an exceptional incident in which there is unintentional and temporary
noncompliance with technology based permit effluent limitations because of factors
beyond the reasonable control of the Discharger. An upset does not include
noncompliance to the extent caused by operational error, improperly designed

- treatment facilities, inadequate treatment facilities, lack of preventive maintenance, or
careless or improper operation.” (40 CFR §122.41(n)(1).)

1. Effect of an upset. An upset constitutes an affirmative defense to an action brought
for noncompliance with such technology based permit effluent limitations if the
requirements of Standard Provisions — Permit Compliance 1.H.2 below are met. No
determination made during administrative review of claims that noncompliance was
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caused by upsef, and before an action for noncompliance, is final adrhinistraﬁve
action subject to judicial review. (40 CFR .§122.41(n)(2).).

2. Conditions necessary for a demonstration of upset. A Discharger who wishes to
_establish the affirmative defense of upset shall demonstrate, through properly
signed, contemporaneous operating logs or other relevant evndence that (40 CFR
§122 41(n)( )):

~a. An upset occurred and that the Discharger can identify the cause( ) of the upset
(40 CFR §122.41(n)(3)(i)); ,

b. The permltted facility was, at the time, belng properly operated (40 CFR
§122. 41(n)( )(ii);

e. ‘The Discharger submitted notice of the upset as required in'Standard Provisions
— Reporting V.E.2.b below (24-hour notlce) (40 CFR §122.41(n)(3)(iii)); and

d. The Discharger comphed with any remedxal measures required under
Standard Provisions — Permit Compliance |. C above. (40 CFR
§122. 41(n)(3)(|v) ) ‘ '

3. Burden of proof. In any enforcement proceeding, the Discharger seeking to

establish the occurrence of an upset has the burden of proof (40 CFR
§1 22.41(n)(4).) o

ll. STANDARD PROVISIONS — PERMIT ACTION

A.

General .-

This Order may be modified, revoked and reissued, or terminated for cause. The filing
of a request by the Discharger for modification, revocation and reissuance, or
termination, or-a notification of planned changes or an’ucnpated noncomphance does not -
stay any Order condltron (40 CFR §122 41 (f) )

Duty to Reapply

If the Discharger wishes to continue an activity regulated by- this Order after the
expiration date of this Order, the Discharger must apply for and obtain a new permit.

(40 CFR §122.41(b).)
. Transfers

- This Orderis not transferable to any person except after notice to the Regional Water

Board. The Regional Water Board may require modification or revocation and
reissuance of the Order to change the name of the Discharger and incorporate such

other requirements as may be necessary under the CWA and the Water Code. (40

CFR §122.41(1)(3); § 122.61.)
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Hi. STANDARD PROVISIONS - MONITORING

A. Samples and measurements taken for the purpose of monitoring shall be representatlve :
of the monitored actuvrty (40 CFR §122.41(j)(1).)

B Monltonng results must be conducted according to test procedures under Part 136 or, in
the case of sludge use or disposal, approved under Part 136 unless otherwise specified - -
in Part 503 unless other test procedures have been specified in this Order. (40 CFR
§122.41()(4); §122.44(i)(1)(iv).) ' : . ' :

V. STANDARD PROVISIONS - RECORDS:

A. Except for records of monitoring information required by this Order related 1o the
- Discharger's sewage sludge use and disposal-activities, which shall be retained for a

‘period of at least 5 years (or longer as required by Part 503), the Discharger shall retain
records of all monitoring information, including all calibration and maintenance records
and all original strip chart recordings for continuous monitoring instrumentation, copies
of all reports required by this Order, and records of all data used to complete the
application for this Order, for a period of at least three (3) years from the date of the
sample, measurement, report or application. This period may be extended by request
of the Regional Water Board Executive Officer at any time. (40 CFR §122.41(j)(2).)

B. Records of monitoring information .'shall include:

1. The date exact place and time of sampling or measurements (40 CFR

§122.41()(3)(1));

2. The individual(s) wno performed the sampling or measurements (40 CFR

§122.41(0)3)(®); |
3. The date(s) anal.yses' were_perforrned (40 CFR §122.41(j)('3.)(ii;i')1);
| 4. The individual(s) who-perf'orrned the analyses (40 CFR §122.41 (j)(3‘)(iv));
5. The analytical techniques or methods used (4_0 CFR §122.41(j)(3)(v)); and
6. The results of:such 'analyses. (40 CFR §122.41 (j)(3.)(vi)l.)

C. Claims of confidentiality for the followmg information will be denled (40 CFR
§122 7(b)): ,

1. The name. and address of any permlt apphcant or Dlscharger (40 CFR §122. 7(b)( )
and-

2. Permit apphcatlons and attachments, permits and effluent data (40 CFR
§122.7(b)(2).)
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V. STANDARD PROVISIONS - REPORTING

A. Duty to Provide Information

The Discharger shall furnish to the Regional Water Board, State Water Board, or
USEPA within a reasonable time, any information which the Regional Water Board,
_State Water Board, or USEPA may request to determine whether cause exists for
modifying, revokmg and reissuing, or terminating this Order or to determine compliance -
. with this Order. Upon request, the Discharger shall also furnish to the Regional Water
Board, State Water Board, or USEPA copies of records required to be kept by this
Order. (40 CFR §122.41(h); Wat Code, §13267.)

B. Signatory and Certificatlon Reqwrements

1.

Al applications, reports, or information submitted to the Regional Water Board, State -
“Water Board, and/or USEPA shall be signed and certified in accordance with

Standard Provisions — Reportmg V.B.2,V.B.3,V.B4, and V. B 5 below (40 CFR

- §122.41(k).)

All permlt apphcatlons shall be signed by either a principal executive officer or
ranking elected official. For purposes of this provision, a principal executive officer
of a federal agency includes: (i) the chief executive officer of the agency, or (ii) a

‘senior executive officer having. responsibility for the overall operations of a principal-

geographic unit of the agency (e.g.; Reglonal Administrators of USEPA). (40 CFR
§122.22(a)(3).). :

. All reports required by thlS Order and other information requested by the Reglonal

Water Board, State Water Board, or USEPA shall be srgned by a person described

~ in-Standard Provisions — Reporting V.B.2 above, or by a duly authorized.

representative of that person. A person is a duly authorized representative only. if: -

a. The authorization is made in writing by a person described in Standard
Provisions — Reporting V.B.2 above (40 CFR §122.22(b)(1));

b. The authorization specifies either an individual or a position having responsibility

~ for the overall operation of the regulated facility or activity such as the position of
plant manager, operator of a well or a well field, superintendent, position of
equivalent responsibility, or an individual or position having overall responsibility
for environmental matters for the.company. .(A duly authorized representative
may thus be either a named individual or any individual occupying a named
position.) (40 CFR §122.22(b)(2 2)); and

c. The written authorization is submitted to the Regional Water Board and State
Water Board. (40 CFR §122. 22(b)(3) ) -

If an authorization under Standard Provisions — Reporting V.B.3 above is no longer
accurate because a different individual or position has responsibility for the overall
operation of the facility, a new authonzatlon satisfying the requirements of Standard
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Provisions — Repoﬁing V.B.3 above must be submitted to the Regional Water Board
and State Water Board prior to or together with any reports, information, or
applications, to be signed by an authorized representative. (40 CFR §122.22(c).)

5. Any person signing a document under Standard Provisions — Reporting V.B.2 or
V.B.3-above shall make the following certification:
“| certify under penalty of law that this document and all attachments were prepared
under my direction or supervision in accordance with a system designed to assure
that qualified personnel properly gather and evaluate the information submitted.
Based on my inquiry of the person or persons who manage the system or those
persons directly responSIble for gathering the information, the information submltted
- is, to the best of my knowledge and belief, true, accurate, and complete. | am aware
that there are significant penalties for submitting false information, including the
possibility of fine and imprisonment for knowing violations.” (40 CFR §122.22(d).)

C. Monitoring Reports

1. Monitoring results shall be reported at the intervals specified in the Monitoring and
. Reporting Program (Attachment E) in this Order. (40 CFR §122.22(1)(4).)

2. Monitoring results must be reported on a Discharg'é Monitoring Report (DMR) fofm
or.forms provided or specified by the Regional Water Board or State Water Board for
reporting results of monitoring-of sludge use or dlSpOS&lI practlces (40 CFR '

- §122.41(1(4)0).)

- 3. If the Discharger monitors any pollutant more frequently than required by this Order
using test procedures approved under Part 136 or, in the case of sludge use or .
disposal, approved under Part 136 unless otherwise specified in Part 503, or.as
specified in this Order, the results of this monitoring shall be included in the

. calculation and reporting-of the data submitted in the DMR or sludge reportmg form
specnfled by the Reglonal Water Board. (40 CFR §122 41(1)(4)(ii).) B

4. Calculations for all hmltatlons wh|ch requxre averaglng of measurements, shall’
utilize an arithmetic mean unless otherwise specified in this Order. (40 CFR

§122.41(1)(4)(iii).)
D. Compliance Schedules
- Reports of Combiiénce or honcompliance' with, or any progress reports on, interim and
final requirements contained in any compliance schedule of this Order, shall be |
submitted no later than 14 days following each schedule date. (40 CFR §122.41(1)(5).)
E. Twenty-Four Hour Réporting
1. The Dischargér shall report any noncon'iplitance that may endanger health or the
“environment. Any information shall be provided orally within 24 hours from the time

- the Discharger becomes aware of the circumstances. A written submission shall
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also be pravided within five (5) days of the time the Discharger becomes aware of
the circumstances. The written submission shall contain a description of the
noncompliance and its cause; the period of noncompliance, including exact dates
and times, and if the noncompliance has not been corrected, the anticipated time it
is expected to continue; and steps taken or planned to reduce, eliminate, and.

- prevent reoccurrence of the noncompliance. (40 CFR‘§122‘41 ((B6)(1).)

The following shall be included as information that must be reported within 24 hours

under this paragraph (40 CFR §122 41(])(6)(1!))

a. Any unanticipated bypass that exceeds any effluent hmrtatron in this Order (40
CFR §122.41(1)(6)(ii}{A).) :

b. Any upset that exceeds any effluent liritation in this Order. (40 CFR
§122.41(1)(6)(ii)(B).) : ' : '

. The Regional Water Board ‘may waive the above required written report under this.

provxsron on a case-by-case basis if an oral report has been received within 24
hours. (40 CFR §122. 41(!)(6)(:11) ) :

F. Planned Changes

The Discharger shall grve notice to the Regional Water Board as soon as possible of _
-any planned physical alterations or additions to the permitted facility. Notice is requrred :
~ under this provision only when (40 CFR §122.41()(1)):

-1

application plan. (40 CFR §122 41()(1 )(m) )

The alteration or addition to a,permltted facility may meet one of the criteria for
determining whether a facility is a new source in section 122.29(b) (40 CFR

§122.41(1)(1)(i)); or

- The al’[eratlon or. addltron could srgnlfcantly change the nature or increase the ‘
vquantrty of pollutants discharged. This notification applies to pollutants that are not -

subject to effluent limitations in this Order. (40 CFR §122.41(1)(1)(ii).)

The alteration or addition results in a significant change in the Discharger's sludge
use or disposal practices, and such alteration, addition, or change may justify the
application of permit conditions that are different from or absent in the existing
permit, including notification of additional use or disposal sites not reported during
the permit application process or not reported pursuant to an approved land

\

G.. Anticibated Noncomphance

.The Discharger shall give advance notice to the Regional Water Board or State Water
Board of any planned Changes in the permitted facility or activity that may result in |
noncompliance with' General Order requirements. (40 CFR §122.41(1)(2).)
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H. Other Noncompliance

The Discharger shall report all instances of noncompliance not reported under Standard
Provisions — Reporting V.C, V.D, and V.E above at the time monitoring reports are
submitted. The reports shall contam the information listed in Standard Provision —
Reporting V.E above (40 CFR §122.41(l )(7) )

I. Other information l

When the Discharger becomes aware that it failed to submit any relevant facts ina’

permit application, or submitted incorrect information in a permit application or in any

report to the Regional Water Board, State Water Board, or USEPA, the Discharger shall -
‘ .promptly submit.such facts or infdrmation (40 CFR §122 41(1)(8 ) )

" VI. STANDARD PROV!SIONS ENFORCEMENT

A. The Regional Water Board is authorized to enforce the terms of this permit under
several provisions of the Water Code mcludmg, but not limited to sections 13385
: 13386 and 13387. :

VIL. ADDITIONAL PROVIStONS'—.NOTIFICATION LEVELS
- A Pubhcly Owned Treatment Works (POTWs) |

All POTWs shall prowde adequate notice to the Reglonal Water. Board of the followmg
. (40 CFR §122.42(b)):

1. Any new introduction of pollutants into the POTW trom an indirect.discharger that
would be subject to sections 301 or 306 of the CWA if it were directly discharging
those pollutants (40 CFR §122.42(b)(1)); and .

C 2. '_Any substantlal change in the volume or character of pollutants belng mtroduced into -
that POTW by a source introducing pollutants into the POTW at the time of adoptlon
of the Order (40 CFR §122.42(b)(2).) -

3. Adequate notice shall include information on the quality and quantity of effluent
introduced into the POTW as well as any anticipated impact of the change on the
quantity or quality of effluent to be discharged from the POTW. (40 CFR
§122. 42(b)(3) ) : :
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